(1)

(2)
3)

(4)
(5)
(6)
(7)

(8)

9)

EC-TYPE-EXAMINATION CERTIFICATE
(Translation)

Equipment and Protective Systems Intended && id Potentially Explosive
Atmospheres
EC-type-examination Certificate Number:

TUV 04 ATEX 2472

Equipment: Control and distribution box, type./..

Manufacturer: Mitex Handels- und Produktions likn

Address: HolsteinstralRe 32, D-23812 Wahlstedt

This equipment and any acceptable variatioretbeare specified in the schedule to

this certificate and the documents therein refetoed

The TUV NORD CERT GmbH & Co.KG notified body N@102 in accordance with
Article 9 of the Council Directive 94/9/EC of 23 k& 1994, certifies that this
equipment has been found to comply with the EsaleHealth and Safety
Requiements relating to the design and construcii@guipmentand protective
systems intended for use in potentially explosivecspheres, given in Annex Il to
the Directive.

The examination and the test results are recort#uei confidential report Nr. 05
YEX 550672

Compliance with the Essential Health and SaRsguirements has been assured by
compliance with:

EN 50014:1997 + A1 + A2

EN 50018:2000 + Al

EN 50019:2000

EN 50281-1.1:1998 + Al

(10) If the sign « X » is placed after the cerafie number, it indicates that the equipment

is subject to special conditions for safe use $igekin the schedule to this certificate

(11) This EC-type-examination Certificate relatetydo the design and construction of

the specified equipment in accordance with Direcf4/9/EC. Further requirements
of this Directive apply to the manufacture and sy this equipment.

(12) The marking of the equipment shall includeftiiwing:

&@IIGD Eex de 1 Bor IC T3 —-T6 or T* °C IP **

HANNOVER, 30.08.2005

TUV NORD CERT GmbH & CO. KG
Am TUV 1

30519 Hannover

Tel.:
Fax:

+49(0) 511 986-1455
+49(0) 511 986-1590

The certificates may be circulated only withouegdtion. Extracts or alternations are subject fwaml by the TUV NORD CERT GmbH
& Co.KG. In case of dispute, the German text shidlail.



(13) Schedule

(14) EC-TYPE-EXAMINATION CERTIFICATE TUV 04 ATEX 2472

(15) Description of equipment
The control and distribution box type . . - ../..ncerns the combination of empty
enclosure with type of protection flameproof enales(Ex-d) and increased safety
(Ex)e.
Both enclosure populated with electrical or elegital equipment.

Type label

L_ Dimension of Ex-e-enclosure sample: 081=Stalbd0D81
370=Bernstein CA 370

Dimension of Ex-d-enclosure sample: 01=GUBO01,2IB21
02=GUBO02, 23=EJB23

L Material of Ex-e-enclosure: A=Aluminium
P=Polyester resign

Technical data

The construction of this control and distributicsxbs and the marking are different as
follows:

Ambient temperature range -20 °C to +40 °C D8
-20 °Cto +55 °C for T3-T5
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The following housing combinations may be possible:

Tablel:
EEx-e housings dimensions EEx-d housinggEx-d housings, EEx-d housings| EEx-d housings 1IC
lnc lnc 1[e GUB (W) 03
GUB (W) 01 GUB (W) 011 GUB (W) 02
CA270 160x160x90 X X X X
CA300 260x160x90 X X X X
CA350 200x230x110 X X X X
CA360 200x230x180 X X X X
CA370 280x230x110 X X X X
CA380 330x230x110 X X X X
CA390 330x230x180 X X X X
CA420 600x230x110 X X X X
CA450 402,5x310x110 X X X X
CA460 402,5x310x180 X X X X
CA470 600x310x110 X X X X
CA480 600x310x180 X X X X
CPS5308146/.051 170x170x91 X X X X
8146/.061 227x170x91 X X X X
8146/.062 227x170x131 X X X X
CPS5508146/.S71 340x170x91 X X X X
8146/.072 340x170x131 X X X X
8146/.073 340x170x150 X X X X
CPS5708146/.081 340x340x91 X X X X
8146/.082 340x340x131 X X X X
8146/.083 340x340x150 X X X X
CPS5908146/.085 340x340x190 X
Table2:
Eex-e housings dimensions EEx-d housing EEx-d EEx-d EEx-d EEx-d EEx-d housin
1B housing IB| housing 1IB| housing IIB | housing |IB 1B
EJB21 EJB23 EJB31 EJB51 EJB61 EJB63
CA350 200x230x110 X X X X X X
CA360 200x230x180 X X X X X X
CA370 280x230x110 X X X X X X
CA380 330x230x110 X X X X X X
CA390 330x230x180 X X X X X X
CA420 600x230x180 X X X X X X
CA450 402,5x310x110 X X X X X X
CA460 402,5x310x180 X X X X X X
CA470 600x310x110] X X X X X X
CA480 600x310x180 X X X X X X
CPS5308146/.051] 170x170x91 X X X X X X
8146/.061 227x170x91 X X X X X X
8146/.062 227x170x13] X X X X X X
CPS5508146/.571 340x170x91 X X X X X X
8146/.072 340x170x131 X X X X X X
8146/.073 340x170x15( X X X X X X
CPS57(08146/.081] 340x340x91 X X X X X X
8146/.082 340x340x131 X X X X X X
8146/.083 340x340x15( X X X X X X
CPS5908146/.085 340x340x190 X X X X X
8146/.091 681x340x91 X X X
8146/.092 681x340x131 X X X

-Seite 3/4-



Schedule EC-Type-Examination Certificate TUV 04

Details for marking

By using seperatly certificated electrical equiptngyu must add their marking
symbol, otherwise it’s the maximum marking. Mayréstrictive by every
construction possible.

*) By using these control and distribution boxefiarzardous areas with gases,
vapours or atomise, marked with the temperatuigscBy using in hazardous areas
with dusts or the combination of both areas masxkik the maximum surface
temperature. Sample: T80°C.

**) The degree of protection of the enclosure dveags on the typelabel.

(16) Test report
Nr. 05 YEX 550672

(17) Special conditions for safe use
None.

(18) Essential health and sefety requirements
None additional.




